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GEN 1.5 LETOVE PRISTROJE, VYBAVENI A
LETOVA DOKUMENTACE

1.5.1 VYBAVENI LETADEL ODPOVIDACEM SSR

Nasledujici letadla, ktera provadéji lety ve vzdusném prostoru
Ceské republiky, musi byt vybavena odpovidaéem SSR
schopnym odpovidat ve 4096 kédech na dotazy v médu A a
C:
— vSechna letadla provadéjici let IFR,
— vSechna motorova letadla a balony provadéjici lety
VFR ve FL 60 a vySe,
- v8echna letadla provadéjici lety VFR v CTR Ruzyné a
v TMA Praha.

Vyjimky mdze povolit pfislusné stanovisté ATC na zadost

pfedem. Postupy v pfipadé poruchy palubniho odpovidace
SSR jsou uvedeny v ENR 1.6.2.2.

]1.5.2 VYBAVENI LETADEL PRO RNAV

1.5.2.1

a) letici na tratich ATS ve FIR Praha v letovych hladinach
nad FL 95, s vyjimkou SID a STAR neoznacenych RNAV;
a

Letadla jina nez statni letadla:

b) letici mimo traté ATS ve FIR Praha v letovych hladinach
nad FL 95, musi byt minimalné vybavena zafizenim
RNAV tak, aby dosahla RNP 5 v souladu s pozadavky
uvedenymi v ICAO Doc 7030 Dopliikovymi regionalnimi
postupy (EUR. RAC, ¢ast 15).

1.5.2.2 Prijatelné zpusoby ke splnéni jsou vydany
opatfenim feditele Ufadu pro civilni letectvi CR, ktery svym
zavaznym opatfenim ¢. CAA-D-002-0/97 schvalil jako kritéria
ta, které jsou uvedena v JAA Temporary Guidance Leaflet
No. 2, rev.1-AMJ 20X2. Tento Leaflet byl pfijat JAAC v Eervnu
1997.

1.5.2.3 Provoz letadel podle P-RNAV postupd v
uvedenych koncovych fizenych oblastech musi byt
zabezpec€ovan v souladu s pfisluSnym navodem JAA ¢.10
zm. 1 (TGL 10 Rev. 1): “Airworthiness and Operational
Approval for Precision RNAV Operations in Designated
European Airspace”, nebo smérnici CAA-OLD-068-0/03.

1.5.3 POZADOVANE RADIOVE VYBAVENI

1.5.3.1 V souladu s pozadavky podle ICAO SUPPS Doc
7030/4 EUR/RAC, kapitola 4.0 “Spojeni letadlo-zemé a
hlaseni za letu”, je v celém ICAO EUR regionu pro lety
provadéné nad FL 195 povinné vybaveni a provozovani
radiostanic s 8,33 kHz kanalovou separaci. Vyjimky z
povinného vybaveni a provozovani radiostanic s 8,33 kHz
kanalovou separaci jsou uvedeny v ¢asti ENR 1.8.

1.5.3.2 Nevybavené lety, které zamysleji vstupit do
jakéhokoli FIR/UIR v EUR regionu, pro které neni zvefejnéna
2adné vyjimka, kromé vyjimky pro UHF vybavena statni
letadla (viz AIP statu dotéeného FIR/UIR), musi byt
naplanovany tak, aby byly v celém EUR regionu provedeny
pod FL 195.

GEN 1.5 AIRCRAFT INSTRUMENTS, EQUIPMENT
AND FLIGHT DOCUMENTS

1.5.1 EQUIPMENT OF AIRCRAFT BY SSR

TRANSPONDER

Following aircraft, operating flights in the airspace of the
Czech Republic, shall be equipped with SSR transponder
capable to reply to mode A and C interrogations on 4096
codes:

— all aircraft operating IFR flights,

— all powered aircraft and balloons operating VFR flights
at or above FL 60,

- all aircraft operating VFR flights in CTR Ruzyné and
TMA Praha.

Exceptions are to be approved by the respective ATC unit on
prior request. In case of SSR transponder failure, procedures
are described in ENR paragraph 1.6.2.2.

1.5.2 RNAV EQUIPMENT OF AIRCRAFT

1.5.2.1

a) operating on ATS routes within FIR Praha above FL 95,
except SIDs and STARs not indicated as RNAV; and

Aircraft, other than state aircraft:

b) operating outside of ATS routes within FIR Praha above
FL 95, shall be equipped with, as a minimum, RNAV
equipment meeting RNP 5 in accordance with the
requirements set out in ICAO Doc Regional Supplementa-
ry Procedures (EUR. RAC section 15).

1.5.2.2 Acceptable means of compliance have been
issued by the director of the Civil Aviation Authority of the CR
(CAA CR) by the Directive Order No. CAA-D-002-0/97
approved as criteria those which are stated in JAA Temporary
Guidance Leaflet No. 2, rev. 1-AMJ 20X2. This leaflet was
accepted by JAAC in June, 1997.

1.5.2.3 Aircraft operation in compliance with P-RNAV
terminal area procedures shall be approved in accordance
with the relevant JAA Temporary Guidance Leaflet No. 10
Rev. 1 (TGL 10 Rev. 1): “Airworthiness and Operational
Approval for Precision RNAV Operations in Designated
European Airspace”, or the directive CAA-OLD-068-0/03.

1.5.3 RADIO EQUIPMENT REQUIREMENTS

1.5.31 As required by the ICAO SUPPS Doc 7030/4
EUR/RAC, Chapter 4.0 “Air-Ground Communications and In-
Flight Reporting”, the carriage and operation of 8,33 kHz
channel spacing radio equipment is mandatory throughout
the ICAO EUR Region for flights operating above FL 195.
Exemptions from mandatory carriage of 8,33 kHz equipment
are described in section ENR 1.8.

1.5.3.2 Non-equipped flights inteding to enter any FIR/
UIR in the EUR Region where no exemption has been
published, except for UHF equipped State aircraft (refer to the
AIP of the state covering the FIR/UIR concerned), must flight
plan to operate below FL 195 throughout the entire EUR
Region.
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1.5.3.3 Pozadavky na odolnost palubnich pfijimact 1.5.3.3 Requirements for FM Broadcast immunity of
proti VKV FM rozhlasu airborne receivers

1.5.3.31 Ve FIR Praha nesméji po 1. lednu 2001 1.5.3.3.1 In Praha FIR, aircraft with NAV equipment not

pokracovat v provozu letadla, jejichz navigaéni vybaveni
nevyhovuje pozadavkim na odolnost proti ruSeni pro
pfijimaci systém ILS a VOR v Annex 10, Vol. 1, ust. 3.1.4 a
3.3.8.

Vyjimka: Statni letadla s navigaénim vybavenim, které
nevyhovuje vyse uvedenym standardim, mohou pokracovat
v ¢innosti ve FIR Praha za podminky, Ze jsou pro let po trati
vybavena jinym zafizenim RNAV, které vyhovuje RNP 5 v
souladu s doplrikovymi regionélnimi postupy v ICAO Doc
7030, EUR RAC Cast 15.

1.5.3.3.2 Ve FIR Praha nebyly dosud zjistény interference

nad limity nyni stanovené v ICAO Annex 10. Pfes tuto
skute€nost Zadadme uzivatele, aby jakékoliv problémy s
interferenci pfi jejich provozu ve FIR Praha hlasili na adresu:

Ministerstvo dopravy Ceské republiky
odbor civilniho letectvi

Nabrezi Ludvika Svobody 12
P.O.Box 9

110 15 Praha 1

Ve zpravé uvedte nasledujici informace:
a) Kmitocet, na kterém bylo ruseni zjisté€no

b) polohu a letovou hladinu/vysku letadla

c) imatrikulaéni znacku letadla

d) datum a ¢as (UTC), kdy bylo ruSeni zjisténo

e) popis interferenéniho signalu (napf. hudba, Feg, jiny Sum

atd.)

1.5.4 POVINNE VYBAVENI A PROVOZOVANIi ACAS
Il VE VZDUSNEM PROSTORU CESKE
REPUBLIKY

1.5.4.1 VSechna civilni letadla s pevnym kfidlem a

turbinovymi pohonnymi jednotkami provadéjici lety ve
vzdueném prostoru Ceské republiky, ktera maji maximalni
vzletovou hmotnost vySSi nez 5700 kg nebo maximalni
schvalenou konfiguraci sedadel pro vice nez 19 cestujicich,
musi byt vybavena ACAS II.

1.5.5 POZADAVKY RVSM

1.5.5.1 S vyjimkou vyznageného vzdusného prostoru,
kde jsou vykonavany pfechodové ukoly RVSM, budou uvnitf
EUR RVSM vzdus$ného provozu povolena do provozu pouze
RVSM schvalena letadla a RVSM neschvalena statni letadla.

1.5.5.2 RVSM schvalend letadla jsou takovd, pro ktera
provozovatel obdrzel RVSM schvaleni, bud' od statu, kde
sidli, nebo od statu, ve kterém je letadlo registrovano.

complying with the applicable interference immunity
performance requirements for ILS localiser and VOR
receiving systems (ref. ICAO Annex 10, Vol. |., paragraphs
3.1.4. and 3.3.8) are not allowed to continue to operate after
1%t January 2001.

Exception: State Aircraft with NAV equipment not complying
with above referred ICAO standards may continue operations
within Praha FIR with the proviso, that they are equipped with
suitable other RNAV equipment (meeting RNP 5 in
accordance with ICAO Doc 7030 Regional Supplementary
Procedures, EUR-RAC Section 15), for the en-route part of
the flight.

1.5.3.3.2 InPrahaFIR, up to now no interference problems
have been detected and there have been no areas identified
within the services volumes of ILS and VOR equipment,
where interference to less immune aircraft receivers was
above the present ICAO Annex 10 limits. Nevertheless, users
are requested to report to the:

Ministry of Transport of the Czech Republic
Civil Aviation Department

Nabrezi Ludvika Svobody 12

P.O.Box 9

110 15 Praha 1

any interference problems possibly experienced during their
operations within Praha FIR. The report should include the
following information:

a) frequency on which interference was experienced

b) position and level/height of the aircraft

c) aircraft registration mark

d) date and time (UTC) of the experienced interference

e) description of the interfering signal (e.g. music, speech,
language, other noise, etc.)

1.5.4 THE MANDATORY CARRIAGE AND
OPERATION OF ACAS Il IN THE AIRSPACE
OF THE CZECH REPUBLIC

1.5.4.1 All civil fixed-wing turbine-engined aircraft

operating in the airspace of the Czech Republic, having a
maximum take-off mass exceeding 5700 kg or maximum
approved passenger seating configuration of more than 19,
must be equipped with ACAS II.

1.5.5 RVSM REQUIREMENTS

1.5.5.1 Except for designated airspace where RVSM
transition tasks are carried out, only RVSM approved aircraft
and non-RVSM approved State aircraft shall be permitted to
operate within the EUR RVSM airspace.

1.5.5.2 RVSM approved aircraft are those aircraft for
which the Operator has obtained and RVSM approval, either
from the State in which the operator is based, or from the
State in which the aircraft is registerd.
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1.5.5.3 Privodni material k letové zpusobilosti, trvalému
udrzovani letové zplsobilosti a provozni praxi a postupim
pro EUR RVSM vzdu$ny prostor je obsazen v Joint Aviation
Authorities (JAA) Temporary Guidanace Leaflet (TGL) €. 6,
Revision 1 a ICAO EUR Regional Supplementary Procedures
(Doc 7030/4 - EUR).

1554 S vyjimkou statnich letadel je RVSM schvaleni
pozadovano pro provoz letadel v RVSM vzdusném prostoru
ve FIR Praha, jak je popsan v ENR 2.1.

Pozndmka: Opatfeni pouzitelna pro provoz cvilnich letadel
neschalenych pro RVYSM v EUR RVSM vzdus$ném prostoru,
kde jsou provadény RVSM pfechodové ukoly jsou stejna,
jako je popsano v ICAO EUR Regional Supplementary
Procedures (Doc 7030/4 - EUR).

1.5.5.3 Guidance material on the airworthiness,
continued airworthiness and the operational practices and
procedures for the EUR RVSM airspace is provided in the
Join Aviation Authorities (JAA) Temporary Guidance Leaflet
(TGL) Number 6, Revision 1, and the ICAO EUR Regional
Supplementary Procedures (Doc 7030/4 - EUR).

1554 Except for State aircraft, RVSM approval is
required for aircraft to operate in the RVSM airspace within
the Praha FIR, as described in ENR 2.1.

Note: The provisions applicable to non-RVSM approved civil
operations in EUR RVSM airspace where RVSM transition
tasks are carried out are as specifed in the ICAO EUR
Regional Supplementary Procedures (Doc 7030/4 - EUR).
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